Bullard

It's your life and you're worth it™

Head
Protection

Respiratory
Protection

Fire and Rescue
Safety

Thermal
Imaging

The Command Bag™

Portable Receiver System
for Bullard Thermal Imagers

A complete command center in
a portable, protective bag!

The ultimate in utility, durability, and convenience has arrived
- a complete receiving system housed in a durable, heavy
duty padded bag.

Features
Large Viewing Screen

Whether used for training exercises, or for scene
assessment, the large 5 inch display allows for viewing by
multiple users. The LCD screen is mounted into the top
of the main compartment of the bag complete with
video out and power supply wires.

DC Powered VCR

The Command Bag comes complete with a video
recorder to capture incidents, surveillance, or other
exercises for later use in assessment evidence, or
training. The VCR is powered by 12 VDC and is
mounted in the bottom of the main compartment.

Bullard Receiver

Each Command Bag includes a Bullard 2 or 4-channel receiver system complete with Omni-
directional antenna, and matched to the Thermal Imager specified by the customer.

Heavy Duty, Padded Bag

All components are installed in the heavy duty Cordura® bag. Manufactured by Dupont,
Cordura is an engineered fabric providing heavy duty durability for the tough
environments of law enforcement and military applications.

Basic Assembly
The 5 inch monitor is screw-mounted securely in the top of the bag.
The VCR sits in the lower section of the interior of the bag, secured with webbing.

The receiver system is installed in the bottom compartment and “floats” for ease of
accessibility and channel adjustment.

An 8 foot, coiled power cord is located in the lower front pocket. The connection end
passes through a pre-fabricated hole in that pocket and connects to the power
connection port of the monitor, VCR, and receiver.

The antenna is located in the upper front pocket and the connection passes through a
pre-fabricated hole and routed to the receiver where it is attached.

RCA cables are used to connect in series .... receiver 0 VCR O monitor.



